
EMA-1301H Features:

EMA-1301H
• Based on Intel Sky Lake/Kaby Lake/Coffee Lake 

Bridge platform
• Support H110 chipset and 6/7/8th Gen. Intel Core I3/

I5/I7 CPU
• Dual channel DDR4 RAM, support up to 64GB

• Support HDMI/VGA  dual display
• Working temperature from -10~70°C
• Standard ATX form factor



Specif ications:

Model EMA-1302(2022 Jun) EMA-1301 EMA-1301H

CPU 6/7/8th I3/I5/I7 6/7/8th I3/I5/I7 6/7/8th I3/I5/I7

PCH Q170 Q170 H110

Memory 128GB DDR4 128GB DDR4 64GB DDR4

Mini PCIe 1 x Mini PCIe for NVME 1 x Mini PCIe for NVME 1 x Mini PCIe for NVME

PCI Express
2 x PCI-E 16x

3 x PCI-E 4x

1 x PCI-E 16x

1 x PCI-E 4x

1 x PCI-E 1x

1 x PCI-E 16x

x PCI-E 1x

PCI 2 x PCI 4 x PCI 4 x PCI

Storage
4 x SATA3.0

1 x mSATA

4 x SATA3.0

1 x Msata

4 x SATA3.0

1 x mSATA

Display HDMI+VGA+DVI HDMI+VGA HDMI+VGA

USB 6 x USB3.0+7 x USB2.0 6 x USB3.0+7 x USB2.0 4 x USB3.0+7 x USB2.0

LAN 2 x LAN 2 x LAN 2 x LAN

COM 6 x COM 6 x COM 6 x COM

Dimension ATX ATX ATX
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Standard 4U rackmount chassis solution:

IPC：APC-880T

Motherboard：EMA-1301H




